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1. Clean the work area & 
and slightly loosen the cap 

2. Fit Cap 
Adapter 

3. Assemble correct size parts. 4. Install seals. 

CAP REMOVAL 

  

 

5. Align assembly. 
6. Install Housing 
& Adapter 

7. Install Safety Feed 8. Begin to Remove Cap 

  

  

9. Retract the cap above 
valve & tighten collar. 

10. Bleed excess gas. 11. Remove cap.  

12. Check if there is any 
obstruction with Viewport. 
Then, choose the gas stop 
method. 

QUICK START GUIDE FOR 125 PSI SAFE T STOPPER CAP TEE OPERATION 

5/8” 



GAS STOP METHOD #1: RUBBER STOPPER OPERATION 

     

13-A. Choose the 
correct size rubber 
stopper. 

14-A. Fit stopper shaft 
into housing. 

15-A. Measure the 
correct stopper 
depth.  

16-A. Wind down the feed 
to the desired depth and 
tighten the stopper until 
the gas stops.  

GAS STOP METHOD #2: SELF TAP PLUG OPERATION 

 

 
A. 

 

 

 
B.  

13-B. Check if the main 
hole is round and in the 
center. 

14-B. Fit the Socket 
Adapter (A) into the 
Housing and choose the 
correct size Self Tap 
Plug (B). 

15-B. Wrap the Self 
Tap Plug with 
thread tape.  

16-B. Wind down the feed to 
the desired depth and 
tighten the Self Tap Plug 
until the gas stops.  
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